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FIRE / POTABLE WATER TANK
MONITORING & CONTROL SYSTEM

Our touchscreen Fire/Potable Water Tank Monitoring and Control System has been custom designed 
to meet the requirements of water storage tanks. The touchscreen system is designed around an 
o�-the-shelf Programable Logic Controller (PLC) and Human Machine Interface (HMI).  The programming
logic is based on our years of experience with water storage tanks, combinating all important control 
requirements into one standard package of control and monitoring. 

Features Include:

• NEMA 12,13/ IP 54 Rated Enclosure - Customized Power and Heater Requirements
• NEMA 4x, 13/ IP 66,67,69 Rated Push Buttons and Pilot Lights
• NEMA 4x (indoor), IP 65 Rated HMI
• Main Disconnect and Overload Protection for all Load Circuits
• PLC based control with logic and set point retention for power outage (UPS option)
• Single and Three-Phase, multiple voltage choices based on on-site power and tank requirements
• Oversized contactor(s) based on heater requirements
• Capability for multiple heater controls in supplemental or redundant operation
• Simpli�ed interface for checking tank status and user alarm conditions (password protected)
• Monitoring and/or Control tank levels, temperature, heater(s) and mixing system(s)
• Simpli�ed Initial Setup of Installer Set Points (password protected
• Automatically Control:
 - Tank �ll On / O� levels (tank over�ll protection)
 - Tank heater on/o� at temperature set points
 - Low water heater protection
 - Low and High water temperature
 - Low water level indicator
• User Con�gured Alarms for remote monitoring all tank functions:
 - Mixer Current Fault
 - Heater Fault
 - Low / High Water Level
 - Low / High Water Temperature 
• Integration option to users Fire Alarm System, Building Automation System (BAS) or SCADA
• Alarm capability of two levels of indication either through visual indication at panel or 
 remote monitoring via Fire Alarm, BAS or SCADA
• Alarm Summary Screen aid in fault or alarm trouble shooting
• Common tank level and temperature sensor
• Optional Heater Disable based on outdoor environment
• CSA or equal approval of panel, dependent on installations local requirements
• Wiring schematic and Panel drawing
• Manual bypass operation of tank heater(s) and mixer(s) for emergency situations  


